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FAmily — LED Lamps HALOTEC
Subfamily | ed Lamps G9 230V

Picture Article Description Lot Price/Unit
E2990031 1 5,03 €
Lamp G9 LED 3W 230V 6000°K 10 376 €
50 3,42 €

CRI>80 Average life 25.000h

Length (mm): 49 Diameter (mm): 16

Colour: Cool white Voltage In (Vac): 230

Frecuency (Hz): 50~60 Power (W): 3

Colour Temperature (°K): 6000 Lumen: 190

Socket: G9 Energy efficiency: A+ Kwh/1000h: 3

CRI (2): 80 Life (Hours): 25000 Dimmable: NO
Power factor: >0,4 Switching cycle (=): 15000
Warm-up time up to 60% of the full light output (sec):
<0,5

Lumen maintenance factor at the end of the nominal li
fe: 0,70 Starting time (seg): <0,5

Colour consistency: <6 sdcm

HALOTEC"

3
-~
o
li=
b7

Copyright © 2024 Koala Components, S.A. Todos los derechos reservados.

Page 1



Generated on 25 de May de 2024, 18:41

"'@ KOALA COMPONENTS

lluminacién - Lighting - Eclairage
LED TECHNOLOGY > LED Lamps HALOTEC > LED Lamps HALOTEC

Subfamily | ed Lamps G9 230V

Picture Article Description Lot Price/Unit
E2990042 1 345 €
Bulb G9 LED 3.5W 230V 4000k 10 2,60 €
50 2,35¢€

With high brightness SMD LED. Transparent plastic
coating

= Length (mm): 49 Diameter (mm): 16

L Colour: Natural White Voltage In (Vac): 230
Frecuency (Hz): 50~60 Power (W): 3.5

Colour Temperature (°K): 4000 Lumen: 350

Socket: G9 Energy efficiency: A+ Kwh/1000h: 3,5
oy CRI (?): 80 Life (Hours): 30000 Dimmable: NO
pe— Power factor: >0,4 Switching cycle (?): 15000
Warm-up time up to 60% of the full light output (sec):

<0,5
U u Lumen maintenance factor at the end of the nominal li

fe: 0,70 Starting time (seg): <0,5
Colour consistency: <6 sdcm
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