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Casambi Interface DALI CCT, RGB, RGB+W

AD808685
Casambi Bluetooth DALI 230V IP65 interface configurable
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DESCRIPTION

Interfaz Casambi Entrada de sefal: Bluetooth 4.0 lite.salida 0-10V o DALI para el control de luz con smartphone o tablet
(Apple o Android) . Configurable para el control de Alimentadores Dimmables con entrada 0-10V o DALI y Dimmers led a
tension 12/24V 4 Canales controlables por interfaz casambi. Codigos AD800650 y AD800651.

PRICE

Lot P.V.P. excluding VAT

1 111,62€
5 101,48€
10 96,66€
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TECHNICAL SPECIFICATIONS

SYMBOLS CERTIFICADOS
’ " e
IPGS
—
Weight: 157 Grams Packging: Box 1 Unit
NOTES

Casambi interface with IP65 Signal input: Bluetooth 4.0 lite. 0-10V or DALI output

OTHER FEATURES

Length (mm): 100 Width (mm): 37

Colour: Black Voltage In (Vac): 220~240
Frecuency (Hz): 50 Room Temperature (°C): -20~+40
Critical Temperature (°C): 70 Ingress Protection: IP65
DOCUMENTS

'=| Data Sheet

J'=| Mounting instructions
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https://www.koalacomponents.com/catalogue/img/upload/ficha_tecnica/AD808685-FT.PDF
https://www.koalacomponents.com/catalogue/img/upload/instrucciones_montaje/AD808685-IM.PDF
https://www.koalacomponents.com/catalogue/img/upload/dibujos_tecnicos/AD808685-DT.JPG
https://www.koalacomponents.com/catalogue/img/upload/homologaciones/AD808685_EU.PDF
http://www.tcpdf.org

