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DESCRIPTION

F3 series COB Led module direct to network. Adjustable with dimmers by cutting start or end of phase. THD<30%.
SVM<0.1. PstLM (<0.4)

PRICE
1 15,11€
10 12,58€
80 11,44€
160 10,89€
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TECHNICAL SPECIFICATIONS
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Weight: 3 Grams

NOTES

ECO design according to ERP directives. Automatic connectors. Dimmable by cutting start or end of phase.

OTHER FEATURES

High (mm): 7,15 Diameter (mm): 38

Voltage In (Vac): 230 Frecuency (Hz): 50~60
Power (W): 4 Temperature (°C): -40+85
Room Temperature (°C): -40~+85 Critical Temperature (°C): 85
Colour Temperature (°K): 3000 Lumen: 370

Angle (%): 120 Energy efficiency: F

CRI (=): 90 Life (Hours): 50000
Dimmable: Corte inicio o fin de fase Power factor: >0.95
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https://eprel.ec.europa.eu/screen/product/lightsources/1950066
https://www.koalacomponents.com/catalogue/img/upload/ficha_tecnica/EDC_38C_4W_XXX_2XXV_F302_V1_REV5.PDF
https://www.koalacomponents.com/catalogue/img/upload/dibujos_tecnicos/EDC38_F302-DT.JPG
https://www.koalacomponents.com/catalogue/img/upload/homologaciones/EDC38_F302_CPSE04515823_CERT_ROHS.PDF
https://www.koalacomponents.com/catalogue/img/upload/homologaciones/EDC38_F302_077-1501423-000CERT_CE.PDF
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