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DESCRIPTION

Led module COB direct to mains. Dimmable with most leading (triac) and trailing edge dimmers. Version 120V (UL) and
230V (CE). Color temperatures from 2700K to 6000K. Optionally with CRI 80 or CRI 90 and with portaled Zhaga
compliant. Circuit with temperature protection at 150°C and overvoltage.

PRICE
Lot P.V.P. excluding VAT
1 10,66€
9 8,91€
180 8,45€
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TECHNICAL SPECIFICATIONS
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SYMBOLS

hid

Weight: 6 Grams

NOTES

CERTIFICADOS

Automatic connectors Dimmable with most Triac dimmers. SDCM 3. Assembly holes Zhaga standars.

OTHER FEATURES

High (mm): 4,8

Voltage In (Vac): 230
Frecuency (Hz): 50~60
Temperature (°C): -40+85
Critical Temperature (°C): 85
Lumen: 1219

Energy efficiency: A+

Life (Hours): 50000

Power factor: >0.99

DOCUMENTS

Diameter (mm): 47
Intensidad In (A): 0.043
Power (W): 10

Room Temperature (°C): -40~+85

Colour Temperature (°K): 4000
Angle (9): 120
CRI (=): 80

Dimmable: Corte inicio o fin de fase
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