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DESCRIPTION

Led module COB series F2 direct to mains. Dimmable with leading and trailing edge dimmers. Efficiency> 0.95. THD

<30%. Mounting holes according to Zhaga standard. Complying SLR. SVM <0.1. Pst <0.4. Flicker free.

PRICE

Lot P.V.P. excluding VAT

1 15,44€

5 12,87€

50 11,70€

100 11,14€
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TECHNICAL SPECIFICATIONS

SYMBOLS CERTIFICADOS

Weight: 9 Grams

NOTES

ECO design according to ERP directives.. Automatic connectors. Dimmables by leading and trailing edge dimmers.

Zhaga standard

OTHER FEATURES

High (mm): 7,6 Diameter (mm): 57

Voltage In (Vac): 230 Frecuency (Hz): 50~60

Power (W): 8 Temperature (°C): -40+85

Room Temperature (°C): -40~+85 Critical Temperature (°C): 85

Colour Temperature (ºK): 3000 Lumen: 757

Angle (º): 120 Energy efficiency: F

CRI (≥): 90 Life (Hours): 50000

Dimmable: Corte inicio o fin de fase Power factor: >0,95

DOCUMENTS

Data Sheet

EPREL Datasheet

Led Cob EDC / 57C / 8W / 930 / 230V / F201

Electromagnetic compatibility

LVD (DIRECTA BAJO VOLTAJE)
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https://www.koalacomponents.com/catalogue/img/upload/ficha_tecnica/EDC_57C_8W_XXX_230V_F201.PDF
https://eprel.ec.europa.eu/screen/product/lightsources/973561
https://www.koalacomponents.com/catalogue/img/upload/dibujos_tecnicos/EDC57C_F2-DT.JPG
https://www.koalacomponents.com/catalogue/img/upload/homologaciones/EDC57F201_AE_50489905_0001_EMC.PDF
https://www.koalacomponents.com/catalogue/img/upload/homologaciones/EDC57F201_AN_50487986_0001_LVD.PDF
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