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LC0B00013M

Led spotlight CRI80 3000K 30º 100 Lm 1W. M16 Nut and 50cm AWG20 cable
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DESCRIPTION

Led module with M16x1.5 threaded aluminum body and clamping washer. Led samsumg 3000K and max 1A. Powered at

350mA 100Lm.

PRICE

Lot P.V.P. excluding VAT

1 8,45€

50 7,02€

100 6,70€

500 6,37€
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Led spotlight CRI80 3000K 30º 100 Lm 1W. M16 Nut and 50cm AWG20 cable

TECHNICAL SPECIFICATIONS

SYMBOLS CERTIFICADOS

Weight: 16 Grams

NOTES

Anodized aluminum body + M16x1.5 nut

OTHER FEATURES

High (mm): 18,3 Diameter (mm): 17

Voltage In (Vdc): 3 Intensidad In (A): 0.35

Power (W): 1 Lumen: 100

Candelas: 290 Angle (º): 30

Energy efficiency: F CRI (≥): 80

Life (Hours): 30000 Ingress Protection: IP20

Dimmable: SI
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https://www.koalacomponents.com/catalogue/img/upload/ficha_tecnica/LC0B00013M_842370_EN-FT.PDF
https://eprel.ec.europa.eu/screen/product/lightsources/842370
https://www.koalacomponents.com/catalogue/img/upload/informes/LC0B00013M_LCS210712068BE-CE-EMC.PDF
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