
Outlet Bushings and Fittings - Component 

 

Liquid-tight flexible cord connectors, Cat. Nos. AG16, -20, -25, -32 , -40 , EG11, 11L, -13.5, -13.5L, -16, -21, -29, -36, 
AG-16SR, AG-20SR, AG-25SR, EG-11SR, EG-13.5SR, EG-16SR, EG-21SR, NPT-14, NPT-38, NPT-12, NPT-34, NPT-1, NPT-114 . 

 
Marking: Company name and catalog designation. 

Copyright © 2008 Underwriters Laboratories Inc.®

The appearance of a company's name or product in this database does not in itself assure that products so identified have been 
manufactured under UL's Follow-Up Service. Only those products bearing the UL Mark should be considered to be Listed and 
covered under UL's Follow-Up Service. Always look for the Mark on the product. 

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1. 
The Guide Information, Designs and/or Listings (files) must be presented in their entirety and in a non-misleading manner, 
without any manipulation of the data (or drawings). 2. The statement "Reprinted from the Online Certifications Directory with 
permission from Underwriters Laboratories Inc." must appear adjacent to the extracted material. In addition, the reprinted 
material must include a copyright notice in the following format: "Copyright © 2008 Underwriters Laboratories Inc.®" 

QCRV2.E186042 
Outlet Bushings and Fittings - Component 

Page Bottom 

See General Information for Outlet Bushings and Fittings - Component

 

KAI SUH SUH ENTERPRISE CO LTD E186042

38 YEN PING NORTH RD, SEC 1

TAIPEI, TAIWAN

Last Updated on 2004-06-29

Questions? Notice of Disclaimer Page Top 

Página 1 de 1QCRV2.E186042 - Outlet Bushings and Fittings - Component

22/05/2008http://database.ul.com/cgi-bin/XYV/template/LISEXT/1FRAME/showpage.html?nam...


