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Leading the LED Revolution

sl

BLU Automotive Micro LED Display Lighting Strategic Biz
v Turn signal lamp, MLD (Micro LED Display)  Lighting LED Package Iris Scan LED
Mobile Tail lamp, Fog lamp, HUD (Head up Display) COB (Chip on Board) Flash LED
Monitor Front lamp, AC Direct Module AOC
Home appliances Indoor lamp etc. Lighting Application

UV LED



@ UV Series World’s Shortest Wavelength UV LED

Dimension Type/ Wavelength Watts Radiant Power Forward Voltage Forward Current
(mm) Height (mm) (nm) Typ. / Max. (W) Typ. / Max. (mW) Typ. (V) Typ. / Max. (mA)
3535LN 3.5x3.5 Dome /2.0 365 - 405 02/06 60/175 32 60/180
UVA 3535LH BiaX5 Dome /2.4 365 -405 LY L5 950/ 1,250 35 500/700
3535SN 3.5x3.5 Dome /2.4 355 Wi 25 180/ 240 35 500/700
6565LD 6.5x6.5 Dome /4.6 365 -405 47/6.8 2,200/ 3,000 6.8 700/ 1,000
265 - 270
UVC 3535LD 3.5%3.5 Flat/1.0 S s 0.12-02 46/68 6.3 20730
265-270
6565HD 6.5x6.5 Flat/1.6 270-280 0.6/0.8 12/14.2 125 50/60

.4 5630 Series The Brightest Emitter

Model Name Dimension Luminous Luminous Forward Voltage Forward Current

(mm) Flux (Im) Efficacy (Im/W) Typ. (V) Typ. / Max. (mA)
LM5630L4W830 5.6x3.0 3,000 80 02 32-34 180 2.85 65/200
5630L4 LM5630L4W850 5.6x3.0 5,700 80 0.2 34-36 186 2.85 65/200
LM5630L5W830 5.6x3.0 3,000 80 0.2 3335 184 2.80 65/200
5630 L5 LM5630L5W850 5.6x3.0 5,700 80 0.2 S 3. 195 2.80 65/200
LM5630L6W830 5.6x3.0 3,000 80 0.2 35=37 199 2D 65 /200
563 o L6 LM5630L6W850 5.6x3.0 5,700 80 0.2 37539 210 275 65 /200

~

.~ 2835 Series Higher Efficacy, Higher Voltage Options

T Dimension Watts Luminous Luminous Forward Voltage Forward Current
(mm) (W) Flux (Im) Efficacy (Im/W) Typ. (V) Typ. / Max. (mA)
LM283552W857D06 2.8x3.5 3,000 80 0.2 26-28 145 3.0 60/180
LM283552W857D05 2.8x3.5 3,000 80 0.2 28-30 155 3.0 60/180
2835 Sz LM283552W857D07 2.8x3.5 3,000 80 0.2 30-32 165 3.0 60/180
LM283552W857D08 2.8x3.5 3,000 80 0.2 32-34 175 3.0 60/180

283554 LM283554W780E02  2.8x35 3,000 80 0.9 110-115 125 9.0 100/120




. Ergon' COB HO

Flip chip COB, The Ultimate Reliability

Dimension LES CRI T Watts Luminous Luminous Forward Forward
Model Number o) (Ra) ® w) Flux Efficacy Voltage Current
Typ (Im) (Im/W) V) Typ./ Max. (mA)

ERC1304S830HO 13.35x13.35 26.0 80 3,000 34 450 132 34.2 100/250
ERC1304HO

ERC1304S850HO 13.35x13.35 26.0 80 5,000 34 480 140 342 100/ 250

ERC15075830HO 15.85x15.85 ?8.9 80 3,000 6.8 855 125 342 200/ 380
ERC1507HO

ERC1507S850HO 15.85x15.85 28.9 80 5,000 6.8 910 133 34.2 200/ 380

ERC1512S830HO 15.85x15.85 28.9 80 3,000 11.5 1,350 116 354 330/600
ERC1512HO

ERC1512S850HO 15.85x15.85 28.9 80 5,000 11.5 1,430 122 354 330/600

ERC2520S830HO 23.85x23.85 @19.0 80 3,000 20.7 2,790 EX) 345 600/ 1,100
ERC2520HO

ERC2520S850HO 23.85x23.85 @19.0 80 5,000 20.7 2,960 143 345 600/ 1,100

ERC2530S830HO 23.85x23.85 219.0 80 3,000 30.0 3,730 131 335 850/ 1,600
ERC2530HO

ERC2530S850HO 23.85x23.85 @19.0 80 5,000 30.0 4,010 141 335 850/ 1,600

ERC2540S830HO 23.85x23.85 219.0 80 3,000 40.0 4,605 119 336 1,150/2,100
ERC2540HO

ERC2540S850HO PER VLR 219.0 80 5,000 40.0 4,890 127 33.6 1,150/2,100

ERC3050S830HO 27.35x27.35 @23.0 80 3,000 48.7 6,445 EX) 342 1,400/ 2,500
ERC3050HO

ERC3050S850HO 27.35x27.35 @23.0 80 5,000 48.7 6,880 144 34.2 1,400/ 2,500

ERC3070S830HO 27.35x27.35 @23.0 80 3,000 70.1 8,790 128 344 2,000/ 3,800
ERC3070HO

ERC3070S850HO 27.35x27.35 @23.0 80 5,000 70.1 9,300 136 344 2,000/ 3,800

' Ergon COB H1

Flip chip COB, The Ultimate Reliability

. : Luminous Luminous Forward Forward
Dimension LES Watts
Model Number (mm) w) Flux Efficacy Voltage Current
Typ. (Im) (Im/W) (\%) Typ./ Max. (mA)
ERC13009S830H1 13.5x13.5 @9.8 80 3,000 9.2 1,263 130 34.1 270/ 540
ERC13009H1
ERC13009S850H1 13.5x13.5 @9.8 80 5,000 9.2 1,326 144 34.1 270/ 540
ERC20015S830H1 19.0x19.0 2145 80 3,000 15.0 2,266 151 33.0 450/900
ERC20015H1
ERC20015S850H1 19.0x19.0 214.5 80 5,000 15.0 2,379 159 33.0 450 /900
ERC20025S830H1 19.0x19.0 @145 80 3,000 24.0 3,336 139 BEX 720/1,440
ERC20025H1
ERC20025S850H1 19.0x19.0 @14.5 80 5,000 24.0 3,503 146 334 720/ 1,440
ERC30035S830H1 28.0x28.0 @22.0 80 3,000 36.0 5,383 150 335 1,080/ 2,160
ERC30035H1
ERC300355850H1 28.0x28.0 222.0 80 5,000 36.0 5,652 157 335 1,080/2,160
ERC30055S830H1 28.0x28.0 @22.0 80 3,000 54.0 7,572 140 50.0 1,080/ 2,160
ERC30055H1
ERC30055S850H1 28.0x28.0 @22.0 80 5,000 54.0 7,951 147 50.0 1,080/ 2,160
ERC30085S830H1 28.0x28.0 @22.0 80 3,000 81.0 10,471 129 50.0 1,620/ 3,240
ERC30085H1
ERC30085S850H1 28.0x28.0 @22.0 80 5,000 81.0 10,994 136 50.0 1,620/ 3,240
ERC40115S830H1 38.0x38.0 ?32.8 80 3,000 114.0 16,014 135 50.6 2,250/ 4,500
ERC40115H1
ERC40115S850H1 38.0x38.0 232.8 80 5,000 114.0 16,815 142 50.6 2,250/ 4,500




R Voltage Watts
(Vac) (W)
EDC_57C_8W_830_FF @57 214 3,000 80 230 8
EDC_57C_12W_830_FF @57 214 3,000 80 230 12
EDC_57C_17W_830_FF @57 218 3,000 80 230 17
EDC_57C_21W_830_FF @57 218 3,000 80 230 21
EDC_57C_25W_830_FF @57 218 3,000 80 230 25

1,050
1,500
2,000
2,500

3,000

Efficacy % Flicker

(Im/w) Typ. (%)
130 <20
125 <20
120 <20
120 <35
120 <35

DiMm To WARM

238

D47

@57

ModelN Voltage Watts Flux (Im) % Flicker
odel Name
(Vac) W) @1,800K @2,600K @3,000K Typ. (%)
EDC_38C_6W_830_DW @38 @210 1,800 ~ 3,000 80 230 6 45 243 500 -
EDC_47C_12W_830_DW Q@47 213 1,800 ~ 3,000 80 230 2 45 535 1,100 -
EDC _57C_20W._830_DW @57 218 1,800 ~ 3,000 80 230 20 220 1,076 2,200 <20
6.6mm
Holder : B

% - Egg Drop® STANDARD

Model Name

EDC_38C_4W_830 @38 @10 4 3,000 80
EDC_38C_6W_830 238 210 6 3,000 80
EDC_38C_8W_830 238 210 8 3,000 80
EDC_47C_10W_830 47 213 10 3,000 80
EDC_47C_12W_830 @47 213 12 3,000 80
EDC_47C_15W_830 @47 213 15 3,000 80
EDC_57C_17W_830 @57 @21 17 3,000 80
EDC_57C_25W_830 @57 @21 2D, 3,000 80

EDC_57C_34W_830 @57 221 34 3,000 80

10.5mm - EDC 38C
14.5mm - EDC 47C
22.0mm - EDC57C

Voltage
(Vac)

230

230

230

230

230

230

230

230

40.8mm - EDC 38C
49.8mm - EDC 47C
59.8mm - EDC 57C

400

600

800
1,200
1,440
1,800
2,040
3,000

4,080

100

100

100

120

120

120

120

120

120

I]M.émm




One Module - Multi Watt System

AC-Disk Module Fricker-Free

Voltage Efficacy % Flicker
Model Name (Vao) (Im/W) Typ. (%)
DLM_73C_12W_830_FF @73 3,000 80 230 10/12 1,260/ 1,510 125 <20
DLM_80C_20W_830_FF @80 3,000 80 230 15/20 1,880/2,510 125 <20
DLM_124C_35W_830_FF 2120 3,000 80 230 25/35 3,130/4,380 125 <20

AC-Linearon® » »

282/562mm

15W . Holder Cl T Milky T
l One Module - Multi Watt System (Clear Type / Milky Tvpe %mm

Voltage Efficacy Connectable
Model Name (Vac) (Im/W) Quantity (ea)
LNM_140x30_4.5W_830 140x30 3,000 80 230 4.5 450 100 77
LNM_280x30_9W_830 280x30 3,000 80 230 75/9 900/ 1,080 120 38
LNM_560x30_18W_830 560x30 3,000 80 230 15/18 1,800/2,160 120 19

DC-Linearon® Slimmest, The Highest Efficacy

Voltage Current Efficacy Connectable

Model Name (Vdc) (mA) (Im/W) Quantity (ea)
LNMD_1FT_12P_28020_L5 280x20 3,000 80 12 450 650 120 24
E LNMD_1FT_16P_28020_L5 280x20 3,000 80 24 300 1,100 150 18
LNMD_1FT_24P_28020_L5 280x20 3,000 80 24 450 1,700 160 12
LNMD_2FT_24P_56020_L5 560x20 3,000 80 24 450 1,300 120 12
E LNMD_2FT_32P_56020_L5 560x20 3,000 80 24 600 2,200 150 9
LNMD_2FT_48P_56020_L5 560x20 3,000 80 24 700 2,800 170 6

% Higher Efficacy Product Available



KOREA / Headquarter

Lumens Co.,Ltd.

12 Wongomae-ro, Giheung-gu, Yongin-si, Gyeonggi-do, 446-901, Korea
Tel : +82-31-8033-2379

Fax:+82-31-8033-2142

CHINA

Lumens China

N0.966 Fuchunjiang Road, Kunshan Economic Technical Development Zone,
Jiangsu Province, 215333, China

Tel : +86-512-50125555 (2011/8125)

Shenzhen Office

1207A, A4 Unit, Kexing Science Park, Nanshan District, Shenzhen City,
Guangdong Province, 518000, China

Tel: +86-755-86720881

USA

USA Office
10130 Mallard Creek Rd. Ste 300, Charlotte , NC 28262
Tel : +1-704-705-1600

EUROPE

Germany Office

Graf Adolf Str 98, 40210, Duesseldorf, Germany
Tel : +49-211-9307-3530

JAPAN

Lumens Japan

6F, Souei, Tatemono,Bld, 1-5-15, Yaes, Chuo-ku, Tokyo, 103-0028, Japan
Tel: +81-3-4500-2060

www.lumensleds.com

E-mail : salesO1@lumens.co.kr
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