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擎洲光电成立于2008年10月，位于广东省东莞市，系橱卫智控细分领域领军企业、国家高新技术企业、国家

专精特新“小巨人”企业、工信部2020年制造业与互联网融合发展试点示范企业、广东省LED控制装置工程技术

研究中心认定企业、广东省守合同重信用企业、东莞市首批“倍增计划”试点企业、第十二批后备上市企业、

ISO9001/ISO14001/17025/OHSAS18000国际认证企业，是一家数字化智慧照明整体解决方案专业提供商。

历经10年发展，擎洲光电现已发展成为集终端概念引导、产品研发、生产、销售于一体的的光电技术及能源

创新型企业，拥有2个研发制造基地和多个销售代理服务机构，为全球20多个国家和地区的客户提供智能照明控制

解决方案。现已建设超过10条半自动化生产线，各类设备超过3000台。产品线覆盖LED智能控制装置（驱动电

源、智能控制开关）、LED灯具、智能控制系统等，可为客户提供高性价比定制化产品服务。目前，擎洲光电日产

能3万/Pcs，年产1000万/Pcs，并全面采用信息化、精细化的供应链管理战略，实现客户订单生产全流程受控。

擎洲光电坚持以质攻坚，不断创新超越。所有产品均通过国际权威机构检测并获得了GS/CE/UL/CUL/

CCC/S-Mark/PSB/B-Mark/NF/GOST/SAA/EMC/RED/FCC/VCCI/KTL/IECEE-JP/C-Tick等150多项证书。同

时，获批国际、国内外已授权专利60余项。为了更好的服务客户，2009年投资建立了符合IEC国际电工委员会标准

的实验室，并通过德国TUV和美国UL目击认可实验室资格、国家CNAS认证。

Established in October, 2008 and located in Dongguan, Guangdong, Letaron is the leading enterprise in cabinet-bath intelligent control segement, which 
is the national high-tech enterprise, national technologically advanced ‘little giant' enterprise, MIIT 2020 intergrated development of manufacturing and 
internet pilot and demonstration enterprise, Guangdong LED Control Device Engineering Technology Research Center identified enterprise, Guangdong 
Observing Conract & Valuing Credit, Dongguan first batch ‘Multiply Plan’ pilot enterprise, Dongguan 12th backup listed enterprise, ISO9001/I-
SO14001/17025/OHSAS18000 international certified enterprise, and the professional integrated solution provider for digital intelligent lighting.

With more than 10 years development, Letaron has developed into a photoelectric technology and energy innovation enterprise, integrating terminal 
concept guidance, product development, production and sales into a whole. With 2 R&D manufacturing bases and many sales service agencies, Letaron 
provides intelligent lighting control solution for customers globally in more than 20 countries and regions. Now Letaron has already builded 10 semi-auto-
matic production lines and owns more than 3000 enquipments. The production lines cover LED intelligent control devices (LED driver and smart control 
switch), LED lightings, intelligent control system, etc., which can provide high cost performance customized products for customers. Now Letaron daily 
capacity is 30,000 pcs and year capacity is 10 million pcs, and also takes informationalized and refined supply chain management to make sure customer 
order whole production processes well controlled.

Letaron insists on tackling difficulties with quality and constantly innovating and surpassing. All products have been tested by international authorities and 
obtained GS/CE/UL/CUL/CCC/S-Mark/PSB/B-Mark/NF/GOST/SAA/EMC/RED/FCC/VCCI/KTL/IECEE-JP /C-Tick and more than 150 certificates. At the 
same time, more than 60 patents have been approved at home and abroad. In order to better serve customers, in 2009, we invested in the establishment 
of a laboratory that complies with IEC International Electrotechnical Commission standards, and passed the qualifications of German TUV and American 
UL witness accreditation laboratories, and national CNAS certification.

公 司
简 介
PROFILE
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TUV/CE  
Electronic Switch
触摸开关 / 感应开关

UL/CUL/FCC/VI 

UL Super-Slim LED Driver
美规超薄驱动电源  

FCC/ETL/VI

ETL Dimmable LED Driver
美规可控硅调光驱动电源  

ETL Economical LED Driver
美规经济型驱动电源

ETL/UL/VI

EU Economical LED Driver
欧规经济型驱动电源

CE

EU Super-Slim LED Driver
欧规超薄驱动电源

TUV/CE/CCC/SAA/UCKA

EU Universal LED Driver
欧规常规型驱动电源

TUV/CE/CCC

 
EU Universal LED Driver
欧美通用型驱动电源

TUV/CE/CCC/SAA/UL/CUL

目  录  

  
图标说明

IP44
IP Rating
防护等级

CE Certification
欧盟CE认证

Product with a limited surface temperature
表面温度限制产品

Safety Extra-Low Voltage
安全特低电压

TüV Certification
德国TüV认证

Safety isolation transformer for short circuit
安全隔离变压器短路保护

双层绝缘
Safety classification 2

中国CCC认证
CCC Certification

北美UL/CUL认证

UL/CULCertification

澳洲SAA认证
SAA Certification

任何异常情况下，表面温度不超过110℃
110℃ Over heat protection

75°
Tc 产品表面最高温度

Case Temp.(Tc)

欧洲ENEC认证
ENEC Certification

北美ETL认证
ETL Certification

独立式安装
Independent Installation

美国FCC认证
FCC Certification

Ta
-10°+45°

环境温度
Ambient Temp.(Ta)

-20°+80°

存储温度
Storage Temp.

美国六级能效认证
DoE VI Certification

绝缘等级
Insulation classs

室内使用
Indoor use only

北美UL/CUL认证
UL/CULCertification

RoHS Certification
欧盟RoHS认证

英国UKCA认证
UKCA Certification

27

38
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43
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型号 Item No
ApprovalInput Voltage Input Current Output Power Dimension(mm)

输入电压 输入电流 输出功率 尺寸 产品认证CE

CEAEK120-IR-2 12-24VDC Max:5A 60-120W
15

CEAEK120-24VLS-R 12-24VDC Max:5A 60-120W

AEK-TS-01H 12-24VDC Max:5A 60-120W 56x67x11 CE

AEK-HC-01 100-240VAC Max:1A 120-240W

12-24VDC Max:5A 60-120WAEK-TS-03A

17

6

CE

Max:5A 60-120W18

18

CE

12-24VDC CEMax:5A 60-120WAEK-TS-01B7
12-24VDC Max:5A CE60-120WAEK-TS-01A

CE12-24VDC Max:5A 60-120WAEK-TS-02B8

AEK-TS-03L 12-24VDC Max:5A CE

CE

60-120W9

9

13

CEAEK120-IR-CCT 12-24VDC Max:5A 60-120W

CE

TUV/CE/SAA

AEK120-IR-CCT1 12-24VDC

12-24VDC

Max:5A 60-120W
16

17 AEK200-IR 120-240VAC Max:1A 120-240W

AEK-TSZ-01

CE12-24VDC Max:5A 60-120WAEK-TS-01- J
6

56x67x11
CE12-24VDC Max:5A 60-120WAEK-TS-01G 56x67x11

56x67x11
56x67x11

76x67x11

93x67x11

93x67x11

CEAEK-IR-1 12-24VDC Max:5A 60-120W 56x67x11
56x67x11

108x44x15
108x44x15

108x44x15
CE12-24VDC Max:5A 60-120W 108x44x15

108x44x15

39x22x14

89x48.5x12

79.5x39x19.5

12-24VDC Max:5A 60-120WAEK-IR-01Q1

12-24VDC CEMax:5A 60-120WAEK-RS-0110

CE12-24VDC Max:5A 60-120WAEK-TS-02Q1
10

AEK-TS-02Q3 12-24VDC Max:5A 60-120W11

12

56x67x11

76x67x11
CE

CE

CE

CE

12-24VDC Max:5A 60-120WAEK-TS-02Q2 76x67x11

76x67x11

149x72x11
12-24VDC Max:5A 60-120WAEK-IR-01Q2 149x72x11

AEK120-IR-CCT2

CEAEK-IR-2 12-24VDC Max:5A 60-120W

CEAEK120-IR-3 12-24VDC Max:5A 60-120W14 108x44x15

电子开关 Electronic Switch

美规超薄驱动电源 UL Super-Slim LED Driver

19

20

21

22

22

20

UL/CUL/FCC/VI
UL/CUL/FCC/VI
UL/CUL/FCC/VI
UL/CUL/FCC/VI

UL/CUL/FCC/VI
UL/CUL/FCC/VI

UL/CUL/FCC/VI
UL/CUL/FCC/VI

UL/CUL/FCC/VI
UL/CUL/FCC/VI
UL/CUL/FCC/VI
UL/CUL/FCC/VI

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.UL/CUL/FCC/VI

30000H120V 60Hz ≥0.8 ≥86% 171x54x16
30000H120V 60Hz ≥0.8 ≥86%

AED24-12VLSTB-UL
AED24-24VLSTB-UL

12V
24V 300mA

300mA2000mA
1000mA

14V
27V 171x54x16

30000H120V 60Hz ≥0.8 ≥89% 238x55x16.5
238x55x16.530000H120V 60Hz ≥0.8 ≥89%

AED60-12VLSTB-UL
AED60-24VLSTB-UL

12V
24V 1200mA

1200mA5000mA
2500mA

12.6V
25.2V

Max.no Load 
Voltage

30000H120V 60Hz ≥0.8 ≥79%
30000H120V 60Hz ≥0.8 ≥79%

AED06-12VLSTB-UL
AED06-24VLSTB-UL

12V
24V 90mA

90mA500mA
250mA

14V
27V 145x41x13.5

145x41x13.5

30000H120V 60Hz ≥0.8 ≥82% 145x41x13.5
30000H120V 60Hz ≥0.8 ≥82%

AED12-12VLSTB-UL
AED12-24VLSTB-UL

12V
24V 180mA

180mA1000mA
500mA

14V
27V 145x41x13.5

30000H120V 60Hz - ≥86.5% 220x55x16.5
220x55x16.5
220x55x16.5
220x55x16.5

30000H120V 60Hz - ≥88%
AED36-12VLSTB-UL
AED36-24VLSTB-UL

12V
24V 700mA

700mA3000mA
1500mA

12.6V
25.2V

30000H120V 60Hz - ≥87.5%
30000H120V 60Hz - ≥89%

AED48-12VLSTB-UL
AED48-24VLSTB-UL

12V
24V 1000mA

1000mA4000mA
2000mA

12.6V
25.2V

AED85-12VLSTB-UL UL/CUL/FCC/VI30000H120V 60Hz ≥0.8 ≥85% 255x55x16.512V 1200mA7080mA 12.6V

UL/CUL/FCC/VI255x55x16.530000H120V 60Hz ≥0.8 ≥86.5%24V 1200mA3750mA 25.2VAED90-24VLSTB-UL

美规可控硅调光驱动电源 ETL Dimmable LED Driver

24

23

23

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.FCC/ETL/VI

Max.no Load 
Voltage

FCC/ETL/VI220x55x16.530000H120V 60Hz ≥0.9 ≥84%12V 600mA3333mA 12.6VAED40K-12VLSTB-UL
FCC/ETL/VI220x55x16.530000H120V 60Hz ≥0.9 ≥86%24V 600mA1670mA 25.2VAED40K-24VLSTB-UL

FCC/ETL/VI238x55x16.530000H120V 60Hz ≥0.9 ≥84.5%12V 720mA5000mA 12.6VAED60K-12VLSTB-UL

FCC/ETL/VI238x55x16.530000H120V 60Hz ≥0.9 ≥88%24V 720mA2500mA 25.2VAED60K-24VLSTB-UL

FCC/ETL/VI255x55x16.530000H120V 60Hz ≥0.9 ≥87%24V 1100mA3750mA 25.2VAED90K-24VLSTB-UL

24

25

25

美规经济型驱动电源 ETL/UL Economical LED Driver

ETL/VI
ETL/VI

ETL/VI
ETL/VI

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.ETL/VI/UL

30000H120-240V 50/60Hz - ≥87% 154x54x19
30000H120-240V 50/60Hz - ≥87%

AED48-12VLS-ETL
AED48-24VLS-ETL

12V
24V 1200mA

1200mA4000mA
2000mA

12.6V
25.2V 154x54x19

Max.no Load 
Voltage

30000H120-240V 50/60Hz - ≥85%
30000H120-240V 50/60Hz - ≥85%

AED30-12VLS-ETL
AED30-24VLS-ETL

12V
24V 700mA

700mA2500mA
1250mA

12.6V
25.2V 142x50x22

142x50x22

ETL/VI
ETL/VI

30000H120-240V 50/60Hz - ≥87%
30000H120-240V 50/60Hz - ≥87%

AED60-12VLS-ETL
AED60-24VLS-ETL

12V
24V 1300mA

1300mA5000mA
2500mA

12.6V
25.2V 154x54x19

154x54x19

26

26

27

UL
UL

UL
UL

30000H120V 60Hz ≥0.7 ≥87.4% 135.5x47.5x26
30000H120V 60Hz ≥0.8 ≥87.4%

AED36L-12VLSJ-UL 
AED36L-24VLSJ-UL 

12V
24V 800mA

800mA3000mA
1500mA

12.6V
25.2V 135.5x47.5x26

30000H120V 60Hz ≥0.7 ≥85.5%
30000H120V 60Hz ≥0.8 ≥85.5%

AED20L-12VLSJ-UL 
AED20L-24VLSJ-UL 

12V
24V 450mA

450mA1670mA
830mA

12.6V
25.2V 122.5x43.5x24

122.5x43.5x24

UL
UL

30000H120V 60Hz ≥0.7 ≥88%
30000H120V 60Hz ≥0.8 ≥88%

AED60L-12VLSJ-UL
AED60L-24VLSJ-UL

12V
24V 1200mA

1200mA5000mA
2500mA

12.6V
25.2V 163.5x48.5x29

163.5x48.5x29

29

50000H220-240V

220-240V

220-240V
220-240V

50/60Hz ≥0.8 ≥78% 145x41x13.5
50000H50/60Hz ≥0.8 ≥78%

AED06-12VLSTB-IP44
AED06-24VLSTB-IP44

12V
24V 80mA

80mA500mA
250mA

14V
27V

TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA

145x41x13.5
145x41x13.5
145x41x13.5

30000H50/60Hz ≥0.8 ≥82%
30000H50/60Hz ≥0.8 ≥82%

AED12-12VLSTB-IP44
AED12-24VLSTB-IP44 

12V
24V 160mA

160mA1000mA
500mA

14V
27V

220-240V
220-240V

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

145x41x13.5
145x41x13.5

30000H50/60Hz ≥0.8 ≥83%
30000H50/60Hz ≥0.8 ≥83%

AED15-12VLSTB-IP44
AED15-24VLSTB-IP44 

12V
24V 160mA

160mA1250mA
625mA

14V
27V

欧规超薄驱动电源 EU Super-Slim LED Driver

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.

Max.no Load 
Voltage

30000H50/60Hz ≥0.5

≥0.5

≥83% 171x54x16

171x54x16

145x41x13.5

171x54x16
171x54x16

30000H

30000H

50/60Hz ≥0.5 ≥84%

≥85%

AED20-12VLSTB-IP44
AED20-12VLSTBJ-IP44
AED20-24VLSTB-IP44

12V

12V 14V

24V 240mA

240mA

240mA1670mA

1670mA

830mA

14V

27V

30000H50/60Hz ≥0.9 ≥86%
30000H50/60Hz ≥0.9 ≥86%

AED30-12VLSTB-IP44
AED30-24VLSTB-IP44

12V
24V 220mA

220mA2500mA
1250mA

15V
28V

50/60Hz

220-240V

220-240V

220-240V

220-240V
220-240V

TUV/CCC/SAA/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/SAA/CE/UKCA
TUV/CCC/CE/UKCA145x41x13.530000H50/60Hz ≥0.5 ≥85%AED20-24VLSTBJ-IP44 24V 240mA830mA 27V 220-240V
TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA

TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA
TUV/CCC/SAA/CE/UKCA

30000H50/60Hz ≥0.9 ≥87% 238x55x16.5 
238x55x16.5 30000H50/60Hz ≥0.9 ≥87%

AED60-12VLSTB-IP44
AED60-24VLSTB-IP44

12V
24V 380mA

380mA5000mA
2500mA

15V
28V

30000H50/60Hz ≥0.9 ≥87% 220x55x16.5
30000H50/60Hz ≥0.9 ≥89%

AED40-12VLSTB-IP44
AED40-24VLSTB-IP44

12V
24V 250mA

250mA3330mA
1670mA

15V
28V

30000H50/60Hz ≥0.9 ≥88%
30000H50/60Hz ≥0.9 ≥89%

AED48-12VLSTB-IP44
AED48-24VLSTB-IP44

12V
24V 300mA

300mA4000mA
2000mA

15V
28V

220x55x16.5
220x55x16.5
220x55x16.5

220-240V

220-240V

220-240V
220-240V

220-240V
220-240V

TUV/CCC/SAA/CE
TUV/CCC/SAA/CE

30

31

TUV/CE/CCC/SAA
UKCA

27

AEK-TS-03Q1 12-24VDC Max:5A 60-120W12 CE96x67x11
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欧规超薄驱动电源 EU Super-Slim LED Driver

欧规常规型驱动电源  EU Universal LED Driver
输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.

Max.no Load 
Voltage

38

38

39

40

40

41

30000HAED06-12VLS
AED06-24VLS

12V 13V
25V24V

100mA 220-240V 50/60Hz ≥0.7 57x39.5x20500mA
250mA

≥78%
30000H100mA 220-240V 50/60Hz ≥0.7 57x39.5x20≥78%

30000HAED09-12VLS
AED09-24VLS

12V 13V
25V24V

200mA 220-240V 50/60Hz ≥0.7 66x39.5x20750mA
380mA

≥80%
30000H200mA 220-240V 50/60Hz ≥0.7 66x39.5x20≥80%

TUV/CE/UKCA
TUV/CE/UKCA

TUV/CE/UKCA
TUV/CE/UKCA

30000HAED15-12VLSJ 12V 13V 180mA 220-240V 50/60Hz ≥0.7 84x40x221250mA ≥86% TUV/CE/UKCA

30000HAED25-12VLSJ
AED25-24VLSJ

12V 13V
25V24V

190mA 220-240V 50/60Hz ≥0.9 122x43x242100mA
1050mA

≥82%
30000H190mA 220-240V 50/60Hz ≥0.9 122x43x24≥82%

30000HAED36-12VLSJ
AED36-24VLSJ

12V 13V
25V24V

250mA 220-240V 50/60Hz ≥0.9 135.5x47.5x263000mA
1500mA

≥87%
30000H250mA 220-240V 50/60Hz ≥0.9 135.5x47.5x26≥87%

TUV/CCC/CE
TUV/CCC/CE

TUV/CE
TUV/CE

30000HAED20-12VLSJ 12V 13V 240mA 220-240V 50/60Hz ≥0.7 114x40x241670mA ≥85% TUV/CE/UKCA

39 30000HAED18-12VSJ 12V 12.6V 140mA 220-240V 50/60Hz ≥0.9 122x33x191500mA ≥85% CCC/CE/TUV/UKCA
30000HAED18-24VSJ 24V 25.2V 140mA 220-240V 50/60Hz ≥0.9 122x33x19750mA ≥85.5% CCC/CE/TUV/UKCA

TUV/CE/UKCA

欧规经济型驱动电源 EU Economical LED Driver

欧美通用型驱动电源 EU Universal LED Driver

30000H220-240V 50/60Hz - ≥82.5% 122x34x19HED20-12VC 12V 250mA1667mA 12.6V

30000H220-240V 50/60Hz - ≥89% 154x54x19
30000H220-240V 50/60Hz - ≥89%

HED48-12VC
HED48-24VC

12V
24V 600mA

600mA4000mA
2000mA

12.6V
25.2V 154x54x19

30000H220-240V 50/60Hz - ≥85%
30000H220-240V 50/60Hz - ≥85%

HED30-12VC
HED30-24VC

12V
24V 400mA

400mA2500mA
1250mA

12.6V
25.2V 142x50x22

142x50x22

41

42

30000H220-240V 50/60Hz - ≥89%
30000H

CE

CE
CE

CE
CE

CE
CE220-240V 50/60Hz - ≥89%

HED60-12VC
HED60-24VC

12V
24V 700mA

700mA5000mA
2500mA

12.6V
25.2V 154x54x19

154x54x19
43

42

TUV/CE/CCC/SAA
UL/CUL

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.

Max.no Load 
Voltage

输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.

Max.no Load 
Voltage

30000HAED04-250ILS
AED04-350ILS

24V 26V
14V12V

150mA 100-240V
100-240V

50/60Hz ≥0.5 51.5x33x17170mA
300mA.

≥75%
30000H150mA 50/60Hz ≥0.5 51.5x33x17≥70%

UL/CUL/CCC/CE
TUV/SAA
UL/CUL/CCC/CE
TUV/SAA43

100-240VAED60-12VLS 13V12V5000mA 30000H1000mA 50/60Hz ≥0.9 163.5x48.5x29≥85%
100-240VAED50-24VLS 25V24V2083mA 30000H1000mA 50/60Hz ≥0.9 163.5x48.5x29≥86%

100-240VAED60-24VLS 25V24V2500mA 30000H1000mA 50/60Hz ≥0.9 163.5x48.5x29≥85%

TUV/CE

100-240VAED50-12VLS  13V12V4167mA 30000H1000mA 50/60Hz ≥0.9 163.5x48.5x29≥86% TUV/CE

UL/CUL/CCC/TUV/SAA/CE

UL/CUL/CCC/TUV/SAA/CE

AED36-1400ILS 27V24V 100-240V1250mA 30000H600mA 50/60Hz ≥0.9 135.5x47.5x26≥83%
100-240VAED36-12VLS 14V12V3000mA 30000H600mA 50/60Hz ≥0.9 135.5x47.5x26≥80%

TUV/CCC/UL/CE/SAA

TUV/CCC/UL/CE/SAA

UL/CUL/CE/TUV/SAA

UL/CUL/CE/TUV/SAA

AED08-350ILS 27V24V 100-240V
100-240V

300mA 30000H300mA 50/60Hz ≥0.5 79.5x39x19≥78%
AED08-700ILS 17V12V625mA 30000H300mA 50/60Hz ≥0.5 79.5x39x19≥78%44

UL/CUL/TUV/CE/SAA

UL/CUL/TUV/CE/SAA

AED15-700ILS 25V24V 100-240V
100-240V

625mA 30000H300mA 50/60Hz ≥0.9 122x38.5x18≥80%
AED15-1400ILS 13V12V1250mA 30000H300mA 50/60Hz ≥0.9 122x38.5x18≥78%44

AED20-1050ILS 26V24V 100-240V
100-240V

830mA 30000H500mA 50/60Hz ≥0.9 122.5x43.5x24≥80%
AED20-12VLS 14V12V1600mA 30000H500mA 50/60Hz ≥0.9 122.5x43.5x24≥80%

UL/CUL/TUV/CE/SAA

UL/CUL/TUV/CE/SAA45

45

46

CE
输出 Output

Output
Current

输出电流 输出电压 输入电流 输入频率 功率因数额定输入电压
Approval

产品认证空载最大电压
Output
Voltage

Input 
Current

Rated Input 
Voltage(AC)

Input 
Frequency

Power Factor
(Full load)

输入 Input

Lifetime
转换效率 使用寿命 尺寸

Efficiency Dimension(mm)

其他 Others
型号 Item No.TUV/CE/CCC

SAA/UKCA
Max.no Load 
Voltage

30000H50/60Hz ≥0.9 ≥86%
30000H50/60Hz ≥0.9 ≥86%

12V
24V 380mA

380mA3750mA
1875mA

14V
27V

30000H50/60Hz ≥0.9 ≥87%
30000H50/60Hz ≥0.9 ≥89%

AED30H-12VLSTB-IP44
AED30H-24VLSTB-IP44

12V
24V 250mA

250mA2500mA
1250mA

14V
27V

220-240V

220-240V

220-240V
220-240V

AED45H-12VLSTB-IP44
AED45H-24VLSTB-IP44

50/60Hz ≥0.9 ≥86% 30000H
30000H50/60Hz ≥0.9 ≥86%

AED60H-12VLSTB-IP44
AED60H-24VLSTB-IP44

12V
24V 250mA

250mA5000mA

5000mA

2500mA
14V
27V

220-240V

220-240V

30000H50/60Hz ≥0.9 ≥88%(120V)
≥89%(230V)24V 380mA27V 100-240V

171×54×16mm
171×54×16mm

220×55×16.5mm
220×55×16.5mm

238×55×16.5mm
238×55×16.5mm

AED120-24VLSTB 310×70×16.5mm

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

CCC/CE

10000mA 30000H50/60Hz ≥0.9 ≥88%(120V)
≥89%(230V)12V 380mA12.6V 220-240VAED120-12VLSTB 310×70×16.5mm CCC/CE

31

32

32

34

TUV/CE/UKCA

TUV/CE/UKCA
TUV/CE/UKCA

30000H50/60Hz ≥0.9 ≥92% 298x30x16.5
30000H50/60Hz ≥0.9 ≥92%

AED80-12VLSTB
AED80-24VLSTB

12V
24V 900mA

900mA6670mA
3330mA

12.6V
25.2V

30000H50/60Hz ≥0.9 ≥92%AED80-48VLSTB 48V 900mA1670mA 50.4V
298x30x16.5
298x30x16.5

120-240V
120-240V
120-240V

TUV/CE/UKCA

TUV/CE/UKCA
TUV/CE/UKCA

30000H50/60Hz ≥0.9 ≥92% 298x30x16.5
30000H50/60Hz ≥0.9 ≥92%

AED100-12VLSTB
AED100-24VLSTB

12V
24V 1200mA

1200mA8330mA
4170mA

12.6V
25.2V

30000H50/60Hz ≥0.9 ≥92%AED100-48VLSTB 48V 1200mA2080mA 50.4V
298x30x16.5
298x30x16.5

120-240V
120-240V
120-240V

33

33

30000H50/60Hz ≥0.9 ≥85.5%
30000H50/60Hz ≥0.9 ≥87.5%

12V
24V 270mA

270mA3330mA
1670mA

12.6V
25.2V

30000H50/60Hz ≥0.9 ≥85%
30000H50/60Hz ≥0.9 ≥85%

AED30-12VLSTB-IP44 Pro
AED30-24VLSTB-IP44 Pro

12V
24V 200mA

200mA2500mA
1250mA

12.6V
25.2V

220-240V

220-240V

220-240V
220-240V

AED40-12VLSTB-IP44 Pro
AED40-24VLSTB-IP44 Pro

50/60Hz ≥0.9 ≥87.8% 30000H
30000H50/60Hz ≥0.9 ≥87.8%

AED48-12VLSTB-IP44 Pro
AED48-24VLSTB-IP44 Pro

12V
24V 315mA

315mA4000mA
2000mA

12.6V
25.2V

220-240V

220-240V

171×54×16mm
171×54×16mm

238×55×16.5mm
238×55×16.5mm

238×55×16.5mm
238×55×16.5mm

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA35

35

30000H50/60Hz ≥0.9 ≥88%
30000H50/60Hz ≥0.9 ≥86%

12V
24V 450mA

450mA6250mA
3125mA

12.6V
25.2V

30000H50/60Hz ≥0.9 ≥87.5%
30000H50/60Hz ≥0.9 ≥86%

AED60-12VLSTB-IP44 Pro
AED60-24VLSTB-IP44 Pro

12V
24V 400mA

400mA5000mA
2500mA

12.6V
25.2V

220-240V

220-240V

220-240V
220-240V

AED75-12VLSTB-IP44 Pro
AED75-24VLSTB-IP44 Pro

50/60Hz ≥0.9 ≥88% 30000H
30000H50/60Hz ≥0.9 ≥88%

AED100-12VLSTB-IP44 Pro
AED100-24VLSTB-IP44 Pro

12V
24V 700mA

700mA8333mA
4166mA

12.6V
25.2V

220-240V

220-240V

238×55×16.5mm
238×55×16.5mm

263×68×16.5mm
263×68×16.5mm

325×68×16.5mm
325×68×16.5mm

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

TUV/CCC/CE/UKCA
TUV/CCC/CE/UKCA

36

30000H50/60Hz ≥0.9 ≥88%
30000H50/60Hz ≥0.9 ≥89%

12V
24V 720mA

720mA10000mA
5000mA

12.6V
25.2V

220-240V
220-240V

AED120-12VLSTB-IP44 Pro
AED120-24VLSTB-IP44 Pro

298×68×16.5mm
298×68×16.5mm
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37
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RoHS

产品特点/Product Features

功能模式/Option Mode

● Mode 1：ON/OFF/Brightness dimmer, long-press/dimmer (10%-100%)
● Mode 2: ON/OFF

● Power on by default standby state
● Support defogging relay control, Indicator light: white light when standby/working, without power-off memory

通电默认开机状态
支持除雾继电器控制，指示灯：待机/工作白光，不带断电记忆

● 模式 1：开关+调亮度模式，点按ON/OF，长按调亮度，调整范围10%-100%
● 模式 2：开关模式/ON/OFF，点按ON/OFF.

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-TS-01A 单键触摸开关/Touch Switch

IP20

RoHS
IP20

RoHS
IP20

产品特点/Product Features

功能模式/Option Mode

● Gear 1: ON/FF + continual dimmer: single touch to ON/OFF, long press to dim continually(10%-100%).
● Gear 1: ON/FF + continual dimmer + stepwise CCT adjustment: single touch to ON/CCT stepwise 
adjustment/OFF, long press to dim continually(10%-100%).
● Gear 3: ON/FF + stepwise dimmer + continual CCT adjustment: single touch to ON by 100% brightness, 
dim to 40% brightness, dim to 10% brightness and then OFF , long press to adjust CCT continually.

● Power on by default standby state
● Support defogging relay control, Indicator light: white light when standby, with power-off memory

通电默认开机状态
支持除雾继电器控制，指示灯：待机白光，带断电记忆

● Power off by default standby state
● Support defogging relay control, Indicator light: blue light when standby, no power off memory

通电默认待机状态
支持防雾继电器控制，指示灯：待机蓝光，不带断电记忆*

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-TS-01H 单键触摸开关/Touch Switch

产品特点/Product Features

● Power off by default standby state
● Support defogging relay control, Indicator light: blue light when standby, no power off memory

通电默认待机状态
支持防雾继电器控制，指示灯：待机蓝光，不带断电记忆

产品特点/Product Features

功能模式/Option Mode

● Mode 1：ON/OFF/Brightness dimmer, long-press/dimmer (10%-100%)
● Mode 2：Phase dimmer 100%-40%-10%-OFF
● Mode 3: ON/OFF

● 模式 1：开关+调亮度模式，点按ON/OFF，长按调亮度，调整范围(10%-100%)
● 模式 2：分段调亮度模式，点按100%-40%-10%-off
● 模式 3：开关模式/ON/OFF，点按ON/OFF

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-TS-01-J 单键触摸开关/Touch Switch

RoHS
IP20

功能模式/Option Mode

● Mode 1：ON/OFF/Brightness dimmer, long-press/dimmer (10%-100%)
● Mode 2：Phase dimmer 100%-40%-10%-OFF
● Mode 3: ON/OFF

● 模式 1：开关+调亮度模式，点按ON/OFF，长按调亮度，调整范围(10%-100%)
● 模式 2：分段调亮度模式，点按100%-40%-10%-off
● 模式 3：开关模式/ON/OFF，点按ON/OFF

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-TS-01G 单键触摸开关/Touch Switch

● 1档：开关+循环无极调亮度：点按开关，长按无极调亮度(可调范围为10%-100%)
● 2档：开关+单色温切换+循环无极调亮度：点按（开灯>色温仅单路切换>关灯>循环）,
   长按循环无极调亮度(可调范围为10%-100%)
● 3档：开关+3段调光+无极调色温:点按（开灯100%亮度>40%亮度>10%亮度>关灯>循环）

* Power-off memory supported(CCT, brightness and defogger ON/OFF)
* 带断电记忆：色温、亮度和防雾膜开/关状态记忆



产品特点/Product Features

功能模式/Option Mode

● Key 1：ON/OFF,Light turns ON and OFF slowly
● Key 2: long-press infinity CCT dimmer (0%-100%)
● Key 3:Click Phase Brightness dimmer, long-press infinity CCT dimmer (10%-100%)

● Power on by default standby state

● Support defogging relay control,Dimming,CCT. Indicator light: white light when working, 
white light when standby

通电默认开机状态
独立按键控制除雾，调亮度，调色温。指示灯：工作白光，待机白光

● 按键 1：开关，开关灯带软启动
● 按键 2：点按色温切换，长按无极调色温，调整范围0%-100% 
● 按键 3：调亮度,点按分段调亮度，长按无极调亮度，调整范围10%-100%

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
96×67×11mm

AEK-TS-03A 三键触摸开关/Three Key Touch Switch

RoHS
IP20

RoHS

● Power on by default standby state
● Support defogging relay control,The indicator light is white when it is in standby, and  
there is no indicator light when working, without power-off memory

通电默认开机状态
支持除雾继电器控制，指示灯待机白光，工作无指示灯，不带断电记忆

产品特点/Product Features

功能模式/Option Mode

● Mode ：ON/OFF/CCT, long-press/dimmer (0%-100%)

● 模式 ：开关+调色温，点按ON/OFF，长按调色温，调整范围0%-100% 

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-TS-01B 单键调色温触摸开关/CCT Dimmer Touch Switch

IP20
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产品特点/Product Features

功能模式/Option Mode

● Mode 1：Key1：ON/OFF，long-press infinity Brightness dimmer (10%-100%)
Key2：long-press infinity CCT dimmer (0%-100%)
● Mode 2：Key1：Defog-Switch on/off  Key2：long-press infinity Brightness   dimmer 
(10%-100%)
● Mode 3: Key1：Defog-Switch on/off   Key2：long-press infinity CCT dimmer (0%-100%)

● Power on by default
● Support defogging relay control,Dimming,CCT. Indicator light: white light when working, blue light when standby is off, with power-off memory

通电默认开机状态
独立按键控制除雾、调亮度、调色温。指示灯:工作白光，待机关闭蓝光，带断电记忆

● Power on by default standby state

● Support defogging relay control,Dimming,CCT. Indicator light: blue light when working, 
white light when standby, with power-off memory

通电默认开机状态
独立按键控制除雾，调亮度，调色温。指示灯:工作蓝光，待机白光，带断电记忆

● 模式 1：按键1-点按ON/OFF, 长按无极调亮度，调整范围10%-100%；按键2-色温切
换，长按无极调色温，调整范围0-100%
● 模式 2：按键1-除雾开关；按键2-点按ON/OFF，长按无极调亮度，调整范围10%-100%
● 模式 3：按键1-除雾开关；按键2-点按ON/OFF，长按无极调色温，调整范围0%-100% 

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

AEK-TS-02B 双键触摸开关/Two Key Touch Switch

产品特点/Product Features

功能模式/Option Mode
● Key 1: Defogging ON/OFF. Defogger off automatically after 60 minutes of heating
● Key 2: LED strip ON/OFF & dimming: short press to ON/OFF, long press to stepless dim from 10%-100%.
● Key 3: CCT Adjustment: short press to change CCT by cold white, neutral white and warm white. Long 
press to stepless adjust CCT. 

● 按键 1：加热膜开关功能，加热60分钟后防雾膜自动关闭。

● 按键 2：开关+调亮度功能，点按开关，长按无极调亮度(10%-100%)，开/关灯带缓启动

● 按键 3：调色功能，点按调色切换，长按无极调色温(0%-100%)

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
96×67×11mm

AEK-TS-03L 三键触摸开关/Three Key Touch Switch

DC12/24V
5000mA
60/120W
76×67×11mm 

RoHS

RoHS

IP20

IP20



● Motion sensing switch, large motion sensing within 1.4M, small motion sensing 
within 0.7M, then turn LED light strip on. (30S continuous light on, no sensing: 
light off)

● 动作感应开关，在1.4M之内大动作感应，0.7M之内小动作感应，LED灯带开启.
（有感应：30S持续亮灯，无感应：灯熄灭）

PAGE / 10 PAGE / 11

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

AEK-TS-02Q1 双键触摸开关：无极调光/Two Key Touch Switch:Dimming

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
76×67×11mm

AEK-TS-02Q2 双键触摸开关：防雾+灯控调光/Two Key Touch Switch:Defogger + light control dimming

DC12/24V
5000mA
60/120W
76×67×11mm 

RoHS

RoHS

IP20

IP20

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

AEK-TS-02Q3 双键触摸开关：调光调色+灯控/Two Key Touch Switch:Dimming/CCT adjustment + light control

DC12/24V
5000mA
60/120W
76×67×11mm 

RoHS
IP20

● Power on by default standby state
● Indicator light: white light when working, no backlight when standby off.

通电默认开机状态
指示灯：工作白光，待机关闭无背光

产品特点/Product Features

功能模式/Option Mode

● Key1: light strip dimming (long press the stepless dimming 10%-100%, the brightest 
blue light flashes 0.5S/time when in 100% brightness. The indicator light has no 
backlight when standby, key1 turns white after key2 is switched on, and the key1 turns 
blue when light on.)

● Key2: Light strip switch (click to on/off. Light turns on/off slowly, turn off and fade 
out and stop working after 60 seconds without touch. The indicator light turns white 
when standby/working, and turns blue light when touched.)

● 按键1：灯带调光（长按无极调光10%-100%最亮发蓝光闪0.5S/次。指示灯待机
无背光，K2键开关后K1键白光，K1工作背光蓝光）
● 按键2：灯带开关（点按开和关，开启渐亮,关闭渐灭60秒无触摸停止工作。指示
灯待机工作是白光，触摸时蓝光）

功能模式/Option Mode

● Key1: Defogger on/off. (single click to slow on/off defogger, auto off after 
60mins) Indicator: turns white when on, turns off when off.
● Key2: Light strip on/off and dimming. (single click to slow on/off light 
strip, long press to dim continually) Indicator: turns white when standby.

● 按键1：加热膜PWM3开关功能(点按开关加热膜缓慢开启关闭，60分钟自动关
闭）指示灯加热工作是白光，关闭无背光。
● 按键2：灯带开关和调光功能（点按开/关，灯带开启关闭渐亮渐灭，长按无极调
光）指示灯工作待机是白光。

功能模式/Option Mode

● Key1: single click to change CCT by step(6500K-3000K-4500K), long 
press to dim continually between 10%-100%. Indicator: off when standby 
and light on, turns blue when touched.
● Key2: Light strip on/off and dimming. (single click to slow on/off light 
strip, auto off after 60mins without touching) Indicator: turns white when 
light on, turns blue when touched, turns off when light off.

● 按键1：点按切换调色温。(6500K-3000K-4500K)长按调光功能。
（10%-100%）指示灯待机无背光，K2键工作，K1背光白色。
● 按键2：灯带开关，点按开关开启渐亮渐灭，无触摸60分钟自动关闭。指示灯：
待机工作背光是白光。

功能模式/Option Mode

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
56×67×11mm

AEK-RS-01 单键触摸开关/Touch Switch

RoHS
IP20

● Power off by default standby state
通电默认待机状态

产品特点/Product Features
● Power off by default standby state

通电默认待机状态

产品特点/Product Features

● Power off by default standby state
通电默认待机状态

产品特点/Product Features



功能模式/Option Mode

● ON/OFF + dimming + CCT adjustment: 0-10CM±10% (recognize left and right wave 0.5-1s 
within this range to control lights and defogger on/off; wave 2s when light on to dim between 
10%-100%. Block more than 2s to adjust CCT non-circulately. With CCT and brightness 
memory function. ON/OFF: 2s slow on, 1.5s slow off, auto off after 60min without gestures 
sensed) Indicator light: turns blue when working, turns white when standby.

● 开关+调光+调色温 0-10CM±10%（范围内识别左右挥手0.5-1S.控制灯
和防雾膜启动和关闭，亮灯手扫2S调光亮度10%-100% 关灯挡住2S,进行
无循环调色温，色温调亮度带记忆功能。开关：2S缓开，1.5S缓关，无手
势感应60分自动关闭）指示灯：工作蓝光，待机白光

功能模式/Option Mode

● ON/OFF + dimming function: identify left and right waving within the range of 0-10CM±10% 
(0.5-1S light and defogger on/off; block for 2 seconds when light on to dim from 10%-100% with 
brightness memory function
● ON/OFF: 2S slow on, 1.5S slow off. Turn off light and defogger after 60 minutes without 
gestures. ) indicator: turns blue when working, turns white when standby.

● 开关+调光功能：0-10CM±10%范围内识别左右挥手（0.5-1S灯光和防雾膜
开和关；亮灯手挡住2秒调光10%-100%带亮度记忆功能；
● 开关:2S缓开,1.5S缓关。无手势60分钟停止工作，关灯关防雾膜。）指示
灯：工作背光蓝光，待机白光。

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
149×72×11mm
≥10cm

手扫感应开关/ Hand Waving Switch

RoHS
IP20

AEK-IR-01Q2
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● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
149×72×11mm
≥10cm

RoHS
IP20

AEK-IR-01Q1 手扫感应开关/ Hand Waving Switch

● Power on by default standby state
● Support defogging relay control

通电默认开机状态
支持除雾继电器控制

产品特点/Product Features

功能模式/Option Mode

● Mode : On/OFF: Waving switch

● 模式 ：开关模式：手扫开关

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
56×67×11mm
≥5cm

镜面手扫开关/Mirror Hand Waving Switch

RoHS
IP20

AEK-IR-1

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
96×67×11mm

AEK-TS-03Q1 三级触摸开关：防雾开关+调光调色+灯控/Three Key Touch Switch:Defogger+Dimming/CCT adjustment + light control

RoHS
IP20

● Key1: Defogger on/off(click on and off, auto off after 60 minutes).
● Key2: dimming and CCT adjustment (click to change CCT from cold white to warm 
light to neutral white, long press to dim from 10%-100%), indicator turns white when 
working, turns off when standby.
● Key3: Light fades on and off (indicator: turns white when working).

● 按键1：防雾膜开和关（点按开和关，不工作防雾功能60分钟自动关闭）。
● 按键2：调光和调色温（点按切换色温冷光转暖光转中性光，长按无极调亮度
10%-100%）工作指示灯是白光，待机是无背光。
● 按键3：灯带开和关渐亮和渐灭（指示灯：工作待机背光白光）。

功能模式/Option Mode

● Power off by default standby state
通电默认待机状态

产品特点/Product Features

● Power off by default standby state

通电默认待机状态

产品特点/Product Features

● Power off by default standby state

通电默认待机状态

产品特点/Product Features



功能模式/Option Mode

● OFF2 :Block two sensor in the same time
● ON 1: long-press infinity CCT dimmer (0%-100%)

● 关灯：同时挡住两个感应头
● 开灯：任意一个感应头不挡住

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
108×44×15mm
≥5cm

AEK120-IR-2 双门控感应开关/Double sensor Door Switch

功能模式/Option Mode

● ON/OFF/CCT ：ON/OFF，when blocking time more than 0.5 seconds, enter 
infinity CCT dimmer (0%-100%)

● 开关+调色温 ：挡一下ON/OFF，挡住时间大于0.5秒进入无极调色温，调整
范围0-100%

调色温红外感应开关/DC Electronic IR Sensor Control（CCT）

RoHS
IP20

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
108×44×15mm
≥5cm

RoHS
IP20

AEK120-IR-CCT

● Power on by default standby state
● Support defogging relay control

通电默认开机状态
支持除雾继电器控制

产品特点/Product Features

功能模式/Option Mode

● Warm light mode: long block to dim(Duty ratio 5%-100%)
● Cold light mode: long block to dim(Duty ratio 5%-100%)
● Cold and warm light mode: long block to adjust CCT (Duty ratio 0%-100%, 
Complementary warm and cold light duty ratio is 100%.)

● 暖光模式：长挡住调亮度（5%-100%）
● 冷光模式：长挡住调亮度（5%-100%）
● 冷暖光模式：长挡住调色温（0%-100%，冷暖光互补为100%）

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
56×67×11mm
≥5cm

RoHS
IP20

AEK-IR-2 镜面手扫开关/CCT Dimmer Touch Switch

功能模式/Option Mode

● Dimmer Switch: Blocking one time ON/OFF， when blocking time more than   
0.5 seconds, enter infinity CCT dimmer (10%-100%)
● Door Switch：Block OFF，without block ON
● Hand Switch：Blocking one time ON/OFF

● 第1档：调光模式。挡一下ON/OFF，挡住时间大于0.5秒进入无极调亮度，调整范围10-100%
● 第2档：门感应模式。挡住关灯，不挡住开灯
● 第3档：手扫模式。挡一下ON/OFF

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
108×44×15mm
≥5cm

AEK120-IR-3 单门控感应开关/DC Electronic IR Sensor Control

RoHS
IP20
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功能模式/Option Mode

● ON/OFF/CCT ： when blocking time more than 0.5 seconds, enter infinity CCT 
dimmer (0%-100%)

● 关灯：开关+调色温 ：挡一下/ON/OFF，挡住时间大于0.5秒进入无极调色
温，调整范围0-100%

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
108×44×15mm
≥5cm

AEK120-IR-CCT1 调色温红外感应开关/DC Electronic IR Sensor Control（CCT）

RoHS
IP20

产品特点/Product Features

● Support defogging relay control

支持除雾继电器控制

功能模式/Option Mode

● 开关功能：手扫开关感应到一次开启，再感应到一次关闭，如此循环。
● 调光功能：在开启状态下，手挡住时间大于0.5秒，进入调节亮度模式。挡一次调亮，再挡一次调暗
● 调色温功能：在关闭状态下，手挡住时间大于0.5秒，自动开机并进入色温调节模式正向循环调色温，
再次挡住反向循环调节色温，如此循环。

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

DC12/24V
5000mA
60/120W
108×44×15mm
≥5cm

AEK120-IR-CCT2 调色温调亮度红外感应开关/DC Electronic IR Sensor Control（CCT/DIM）

RoHS
IP20

产品特点/Product Features
● Memory function: Brightness and CCT when turned on will be the same as last time ON or powered on.
● Defogging relay control supported. When light ON, the defogger is ON. When light OFF, the defogger is OFF.

带断电记忆功能。再次开机的亮度和色温，同关机/断电之前的亮度、色温保持一致。
支持控制继电器。灯亮，继电器接通；灯灭，继电器断开。

● ON/OFF/CCT ： when blocking time more than 0.5 seconds, enter infinity CCT dimmer (0%-100%)
● Switch function: Wave once to ON and twice to OFF.
● Dimmer function: When light ON, long block the sensor more than 0.5s to dim continually. Long 
block this time to brighten up, and long block next time to dim.
● CCT adjustment: When light OFF, long block the sensor more than 0.5s to ON and enter CCT 
adjustment mode. Long block the sensor to adjust CCT continually. The next long block will take 
reverse adjustment direction compared to the previous one.

功能模式/Option Mode

● Mode：ON/OFF
● Frequency：≥100 Thousand times(resistive loads)

● 模式: 挡一下ON/OFF
● 开关次数 : ≥10万次（阻性负载）

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension
● 感应距离/ induction distance

120-240V
1000mA
120/240W
108×44×15mm
≥5cm

AEK200-IR 手感应开关（高压） /AC Electronic IR Sensor Control

IP20
RoHS

功能模式/Option Mode

● Frequency：≥100 Thousand times(resistive loads)

● 开关次数：≥10万次（阻性负载）

● 额定电压 /Rated voltage  
● 控制信号电压/Control signal voltage
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

100/240VAC
12-24V
1000mA
120/240W
39×22×14mm

AEK-HC-01 高压继电器/High voltage Switch

RoHS
IP20



功能模式/Option Mode

● ON OFF+Dimmer：long-press/Brightness dimmer (10%-100%)
● Long press 5 seconds to enter the time setting mode

● 开关+调亮度模式：点按ON/OF，长按调亮度，调整范围10-100% 
● 关机状态长按5秒，进入时间设置模式

单键触摸时钟开关/Touch Switch With Clock

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
89×48.5×12mm RoHS

IP20

AEK-TSZ-01

● Power on by default standby state，Support defogging relay control
● Clock Board 0.56inch

通电默认开机状态，支持除雾继电器控制
时钟数码管0.56英寸

产品特点/Product Features

功能模式/Option Mode

● ON/OFF+Brightness dimmer： Dimmer (10%-100%)

● 开关+调亮度模式：调整亮度范围10%-100%

● 额定电压 /Rated voltage  
● 最大电流 /Output Current 
● 最大输出功率/Output Power 
● 尺寸/Dimension

DC12/24V
5000mA
60/120W
79.5×39×19.5mm

AEK120-24VLS-R 旋扭调光开关/Rotary Dimmer Switch

RoHS
IP20

产品特点/Product Features

● Output without stroboscopic
● PWM and 0-10V dimmer supported.

输出无频闪
支持PWM.0-10V调光器控制

AED06-12VLSTB-UL
AED06-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

500mA

250mA

6W 120VAC 60Hz ≥0.8 79% 145×41×13.5

6W 120VAC 60Hz ≥0.8 79% 145×41×13.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED12-12VLSTB-UL
AED12-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1000mA

500mA

12W 120VAC 60Hz ≥0.8 82% 145×41×13.5

12W 120VAC 60Hz ≥0.8 82% 145×41×13.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

美规超薄驱动电源/UL Super-Slim LED Driver

美规超薄驱动电源/UL Super-Slim LED Driver
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AED24-12VLSTB-UL
AED24-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2000mA

1000mA

24W 120VAC 60Hz ≥0.8 86% 171×54×16

24W 120VAC 60Hz ≥0.8 86% 171×54×16

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED36-12VLSTB-UL
AED36-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3000mA

1500mA

36W 120VAC 60Hz - 86.5% 220×55×16.5

36W 120VAC 60Hz - 88% 220×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

美规超薄驱动电源/UL Super-Slim LED Driver

美规超薄驱动电源/UL Super-Slim LED Driver
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AED48-12VLSTB-UL
AED48-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

4000mA

2000mA

48W 120VAC 60Hz - 87.5% 220×55×16.5

48W 120VAC 60Hz - 89% 220×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED60-12VLSTB-UL
AED60-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

60W 120VAC 60Hz - 89% 238×55×16.5

60W 120VAC 60Hz - 89% 238×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

美规超薄驱动电源/UL Super-Slim LED Driver

美规超薄驱动电源/UL Super-Slim LED Driver



-

AED85-12VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 7080mA 85W 120VAC 60Hz - ≥0.9

≥0.9

85% 255×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED90-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

24VDC 3750mA 90W 120VAC 60Hz 86.5% 255×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

美规超薄驱动电源/UL Super-Slim LED Driver

美规超薄驱动电源/UL Super-Slim LED Driver

AED40K-12VLSTB-UL
AED40K-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3333mA

1670mA

40W 120VAC 60Hz 84% 220×55×16.5

40W 120VAC 60Hz 86%

84.5%

88%

220×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED60K-12VLSTB-UL
AED60K-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

60W 120VAC 60Hz ≥0.9 238×55×16.5

60W 120VAC 60Hz ≥0.9 238×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

美规可控硅调光驱动电源/ETL Dimmable LED Driver

美规可控硅调光驱动电源/ETL Dimmable LED Driver
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AED90K-24VLSTB-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

24VDC 3750mA 90W 120VAC 60Hz ≥0.9 87% 255×55×16.5

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 可在潮湿环境中工作

AED30-12VLS-ETL
AED30-24VLS-ETL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2500mA

1250mA

30W 120-240VAC 50/60Hz - 85% 142×50×22

30W 120-240VAC 50/60Hz - 85% 142×50×22

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Waterproof IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 防水等级 IP20

美规可控硅调光驱动电源/ETL Dimmable LED Driver

美规经济型驱动电源/ETL Economical LED Driver

IP20

AED60-12VLS-ETL
AED60-24VLS-ETL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

60W 120-240VAC 50/60Hz - 87% 154×54×19

60W 120-240VAC 50/60Hz - 87% 154×54×19

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

美规经济型驱动电源/ETL Economical LED Driver

AED48-12VLS-ETL
AED48-24VLS-ETL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

4000mA

2000mA

48W 120-240VAC 50/60Hz - 87% 154×54×19

48W 120-240VAC 50/60Hz - 87% 154×54×19

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

美规经济型驱动电源/ETL Economical LED Driver
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AED60L-12VLSJ-UL
AED60L-24VLSJ-UL

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

60W 120VAC 60Hz ≥0.7 88% 163.5×48.5×29

60W 120VAC 60Hz ≥0.8 88% 163.5×48.5×29

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

美规经济型驱动电源/ETL Economical LED Driver

AED06-12VLSTB-IP44
AED06-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

500mA

250mA

6W 220-240VAC 50/60Hz ≥0.8 78% 145×41×13.5

6W 220-240VAC 50/60Hz ≥0.8 78% 145×41×13.5

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44
● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

AED36L-12VLSJ-UL 
AED36L-24VLSJ-UL 

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3000mA

1500mA

36W 120VAC 60Hz ≥0.7 87.4% 135.5×47.5×26

36W 120VAC 60Hz ≥0.8 87.4% 135.5×47.5×26

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Can work in humid environment

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

美规经济型驱动电源/ULEconomical LED Driver

AED20L-12VLSJ-UL 
AED20L-24VLSJ-UL 

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1670mA

830mA

20W 120VAC 60Hz ≥0.7 85.5% 122.5×43.5×24

20W 120VAC 60Hz ≥0.8 85.5% 122.5×43.5×24

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

美规经济型驱动电源/UL Economical LED Driver



220-240VAC 50/60Hz ≥0.8

220-240VAC 50/60Hz ≥0.8

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.5

≥0.5

83%

84%

AED15-12VLSTB-IP44
AED15-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1250mA

625mA

15W 83% 145×41×13.5

15W 83% 145×41×13.5

AED20-12VLSTB-IP44
AED20-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1670mA

830mA

20W 171×54×16

20W 171×54×16

欧规超薄驱动电源/EU Super-Slim LED Driver

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

IP44

AED20-12VLSTBJ-IP44
AED20-24VLSTBJ-IP44

12VDC

24VDC

1670mA

830mA

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.5

≥0.5

85%

85%

20W 145×41×13.5

20W 145×41×13.5

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.8

≥0.8

145×41×13.5

145×41×13.5

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44
● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44
● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44
● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪

AED12-12VLSTB-IP44
AED12-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1000mA

500mA

12W 82%

12W 82%

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44
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注：AED20-12VLSTBJ-IP44、AED20-12VLSTBJ-IP44 无SAA认证

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

171×54×16

171×54×16

AED30-12VLSTB-IP44
AED30-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2500mA

1250mA

30W 86%

30W 86%

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44
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220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

171×54×16

171×54×16

AED30H-12VLSTB-IP44
AED30H-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2500mA

1250mA

30W 87%

30W 89%

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

220-240VAC 50/60Hz ≥0.9

220-240VAC 50/60Hz ≥0.9

AED40-12VLSTB-IP44
AED40-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3330mA

1670mA

40W 87% 220×55×16.5

40W 89% 220×55×16.5

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

88%

89%

AED48-12VLSTB-IP44
AED48-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

4000mA

2000mA

48W 220×55×16.5

48W 220×55×16.5

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

AED60-12VLSTB-IP44
AED60-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规超薄驱动电源/EU Super-Slim LED Driver

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

87%

87%

60W 238×55×16.5

60W 238×55×16.5

IP44
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220-240VAC 50/60Hz ≥0.9

220-240VAC 50/60Hz ≥0.9

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

AED45H-12VLSTB-IP44
AED45H-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3750mA

1875mA

45W 86% 220×55×16.5

45W 86% 220×55×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

86%

86%

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

AED60H-12VLSTB-IP44
AED60H-24VLSTB-IP44

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

5000mA

2500mA

60W 238×55×16.5

60W 238×55×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44

≥0.9AED100-12VLSTB

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 8330mA 100W 120-240VAC 50/60Hz 92% 298×30×16.5

≥0.9AED100-24VLSTB 24VDC 4170mA 100W 120-240VAC 50/60Hz 92% 298×30×16.5

≥0.9AED100-48VLSTB 48VDC 2080mA 100W 120-240VAC 50/60Hz 92% 298×30×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

≥0.9AED80-12VLSTB 12VDC 6670mA 80W 120-240VAC 50/60Hz 92% 298×30×16.5

≥0.9AED80-24VLSTB 24VDC 3330mA 80W 120-240VAC 50/60Hz 92% 298×30×16.5

≥0.9AED80-48VLSTB 48VDC 1670mA 80W 120-240VAC 50/60Hz 92% 298×30×16.5

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

欧规超薄驱动电源/EU Super-Slim LED Driver

产品特点/Product Features

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

IP20

IP20



220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

85%

85%

AED30-12VLSTB-IP44 Pro
AED30-24VLSTB-IP44 Pro

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2500mA

1250mA

30W 171×54×16

30W 171×54×16

欧规超薄驱动电源/EU Super-Slim LED Driver

≥0.9AED48-12VLSTB-IP44 Pro

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 4000mA 48W 120-240VDC 50/60Hz 87.8% 238×55×16.5

≥0.9AED48-24VLSTB-IP44 Pro 24VDC 2000mA 48W 120-240VDC 50/60Hz 87.8% 238×55×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

≥0.9AED40-12VLSTB-IP44 Pro 12VDC 3330mA 40W 220-240VAC 50/60Hz 85.5% 238×55×16.5

≥0.9AED40-24VLSTB-IP44 Pro 24VDC 1670mA 40W 220-240VAC 50/60Hz 87.5% 238×55×16.5

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

欧规超薄驱动电源/EU Super-Slim LED Driver

220-240VAC 50/60Hz ≥0.9AED120-12VLSTB

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 10000mA 120W
88%(120V)
89%(230V)

100-240VAC 50/60Hz ≥0.9 310×70×16.5

310×70×16.5

AED120-24VLSTB 24VDC 5000mA 120W
88%(120V)
89%(230V)

欧规超薄驱动电源/EU Super-Slim LED Driver

IP20

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 
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IP44

IP44

IP44

产品特点/Product Features

● Waterproof IP44

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

产品特点/Product Features

● Waterproof IP44

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

产品特点/Product Features

● Waterproof IP44

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 



220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

88%

86%

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

AED75-12VLSTB-IP44 Pro
AED75-24VLSTB-IP44 Pro

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

6250mA

3125mA

75W 263×68×16.5

75W 263×68×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

≥0.9AED100-12VLSTB-IP44 Pro 12VDC 8333mA 100W 120-240VDC 50/60Hz 88% 325×68×16.5

≥0.9AED100-24VLSTB-IP44 Pro 24VDC 4166mA 100W 120-240VDC 50/60Hz 88% 325×68×16.5

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

欧规超薄驱动电源/EU Super-Slim LED Driver

产品特点/Product Features

● Waterproof IP44 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
 

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

欧规超薄驱动电源/EU Super-Slim LED Driver
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≥0.9AED60-12VLSTB-IP44 Pro 12VDC 5000mA 60W 220-240VAC 50/60Hz 87.5% 238×55×16.5

≥0.9AED60-24VLSTB-IP44 Pro 24VDC 2500mA 60W 220-240VAC 50/60Hz 86% 238×55×16.5

≥0.9AED120-12VLSTB-IP44 Pro

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 10000mA 120W 120-240VDC 50/60Hz 88% 298×68×16.5

≥0.9AED120-24VLSTB-IP44 Pro 24VDC 5000mA 120W 120-240VDC 50/60Hz 89% 298×68×16.5

欧规超薄驱动电源/EU Super-Slim LED Driver

IP44
IP44

产品特点/Product Features

● Waterproof IP44

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP44

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪 

IP44IP44
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220-240VAC 50/60Hz ≥0.7

220-240VAC 50/60Hz ≥0.7

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.7

≥0.7

80%

80%

AED06-12VLS
AED06-24VLS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

500mA

250mA

6W 78% 57×39.5×20

6W 78% 57×39.5×20

产品特点/Product Features

● Waterproof IP20 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

AED09-12VLS
AED09-24VLS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

750mA

380mA

9W 66×39.5×20

9W 66×39.5×20

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规常规型驱动电源/ EU Universal LED Driver

欧规常规型驱动电源/ EU Universal LED Driver

IP2085°
Tc Ta

-10°+50° -20°+80°

IP2085°
Tc Ta

-10°+50° -20°+80°

AED15-12VLSJ

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 1250mA

220-240VAC 50/60Hz ≥0.9 122×33×19

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

AED18-12VSJ

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 1500mA 18W 85%

220-240VAC 50/60Hz ≥0.9 122×33×19AED18-24VSJ 24VDC 750mA 18W 85.5%

产品特点/Product Features

● Waterproof IP20 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规常规型驱动电源/ EU Universal LED Driver

欧规常规型驱动电源/ EU Universal LED Driver

220-240VAC 50/60Hz ≥0.7 86%15W 84×40×22

IP2085°
Tc Ta

-10°+50° -20°+80°

IP2080°
Tc Ta

-20°+40° -20°+85°



220-240VAC 50/60Hz ≥0.9

220-240VAC 50/60Hz ≥0.9

220-240VAC

220-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

87%

87%

AED25-12VLSJ
AED25-24VLSJ

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2100mA

1050mA

25W 82% 122×43×24

25W 82% 122×43×24

产品特点/Product Features

● Waterproof IP20 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

AED36-12VLSJ
AED36-24VLSJ

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

3000mA

1500mA

36W 135.5×47.5×26

36W 135.5×47.5×26

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规常规型驱动电源/ EU Universal LED Driver

欧规常规型驱动电源/ EU Universal LED Driver
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220-240VAC 50/60Hz ≥0.7 114×40×24AED20-12VLSJ

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 1670mA 20W 85%

产品特点/Product Features

● Waterproof IP20 
● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规常规型驱动电源/ EU Universal LED Driver

IP2080°
Tc Ta

-20°+40° -20°+85°

IP2085°
Tc Ta

-10°+45° -20°+80°

IP2085°
Tc Ta

-10°+45° -20°+80°

220-240VAC 50/60Hz -HED20-12VC

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 1667mA 20W 82.5% 122×34×19

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规经济型驱动电源/EU Economical LED Driver

IP20



AED04-350ILS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 300mA

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧美通用型驱动电源/Universal LED Driver

100-240VAC 50/60Hz ≥0.5 70%3.6W 51.5×33×17

AED04-250ILS 24VDC 170mA 100-240VAC 50/60Hz ≥0.5 75%4W 51.5×33×17

IP20 80°
Tc Ta

-10°+45° -20°+80°
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220-240VAC

220-240VAC

50/60Hz

50/60Hz

-

-

85%

85%

HED30-12VC
HED30-24VC

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

2500mA

1250mA

30W 142×50×22

30W 142×50×22

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧规经济型驱动电源/EU Economical LED Driver

IP20

220-240VAC 50/60Hz -HED60-24VC 24VDC 2500mA 60W 154×54×19

IP20

IP20

HED48-12VC

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 4000mA

220-240VAC 50/60Hz - 154×54×19HED60-12VC

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 5000mA 60W

220-240VAC 50/60Hz - 154×54×19HED48-24VC 24VDC 2000mA 48W 89%

欧规经济型驱动电源/EU Economical LED Driver

欧规经济型驱动电源/EU Economical LED Driver

220-240VAC 50/60Hz - 89%

89%

89%

48W 154×54×19

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection
● Output without stroboscopic

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护
● 输出无频闪



100-240VAC 50/60Hz ≥0.5 79.5×39×19AED08-700ILS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 625mA 7.5W 78%

100-240VAC 50/60Hz ≥0.5 79.5×39×19AED08-350ILS 24VDC 300mA 7.2W 78%

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧美通用型驱动电源/Universal LED Driver

100-240VAC 50/60Hz ≥0.9

100-240VAC 50/60Hz ≥0.9

100-240VAC

100-240VAC

50/60Hz

50/60Hz

≥0.9

≥0.9

80%

80%

AED15-1400ILS
AED15-700ILS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1250mA

625mA

15W 78% 122×38.5×18

15W 80% 122×38.5×18

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

AED20-12VLS
AED20-1050ILS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC

24VDC

1600mA

830mA

19.2W 122.5×43.5×24

20W 122.5×43.5×24

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧美通用型驱动电源/Universal LED Driver

欧美通用型驱动电源/Universal LED Driver

IP20 80°
Tc Ta

-10°+45° -20°+80°

IP20 80°
Tc Ta

-10°+45° -20°+80° IP20 80°
Tc Ta

-10°+45° -20°+80°

IP20 85°
Tc Ta

-10°+45° -20°+80°

AED36-12VLS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 3000mA

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧美通用型驱动电源/Universal LED Driver

100-240VAC 50/60Hz ≥0.9 80%36W 135.5×47.5×26

AED36-1400ILS 24VDC 1250mA 100-240VAC 50/60Hz ≥0.9 83%30W 135.5×47.5×26
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100-240VAC 50/60Hz ≥0.9 163.5×48.5×29AED50-12VLS

产品型号 Item No 输出电压
Output Voltage 

输出电流
Output Current

最大输出功率
Output Power

额定输入电压
Rated Input Voltage

输入频率
Input Frequency

转换效率
Efficiency

功率因数
Power Factor

(Full load)

尺寸
Dimension(mm)

12VDC 4167mA 50W 86%

100-240VAC 50/60Hz ≥0.9 163.5×48.5×29AED50-24VLS 24VDC 2083mA 50W 86%

产品特点/Product Features

● Waterproof IP20

● Class II Protection
● Warranty : 30,000hours
● Short circuit ,over current and over load protection

● 防水等级 IP20

● 2级保护
● 质保 : 30,000小时
● 短路、过流、过载保护

欧美通用型驱动电源/Universal LED Driver

IP20 80°
Tc Ta

-10°+45° -20°+80°

100-240VAC 50/60Hz ≥0.9 163.5×48.5×29AED60-12VLS 12VDC 5000mA 60W 85%

100-240VAC 50/60Hz ≥0.9 163.5×48.5×29AED60-24VLS 24VDC 2500mA 60W 85%
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注：AED50-12VLS、AED50-12VLS 无SAA、CCC、UL/CUL认证

防雾膜
Defogger

高压继电器
High voltage switch

电子开关
Electronic switch

N

L

L

+
-

L

N

L

+

-

LED驱动电源
LED Driver

+

-

- 冷色

暖色

Cool

Warm

IN+

IN-

+
-
W -暖色

OUT +

C  -冷色

档位
1   2   3

灯带
Light

1

2 3 4

5

6

7

灯带输出线

N

L

> 1、2接LED驱动电源输出端；

> 3、4接防雾膜: 接高压防雾膜时，如图所示，需要接高压继电器低压防雾膜时可以直接接在3、4端口;

> 5、6、7接灯带:

5接暖色、7接冷色;

单色温灯带直接接5、6或6、7;

双色温灯带需要注意5、6、7中暖色和冷色不可接反。

> 单键、双键开关在通电情况下，不能切换开关上的1、2、3档，需要切换开关的功能时必须切断电源。

由于开关安装在镜子背面，开关只能满足当前档位所表示的功能。

> Connect 1 and 2 to LED driver output.
> Connect 3 and 4 to DC defogger. When connect to AC defogger, 3 and 4 must connect to electric relay 
instead.
> Connect 5, 6 and 7 to light strip:
5 to warm white, 7 to cold white;
Single color light strip will be connected to 5, 6 or 6, 7;
When connected to dual color light strip, warm white and cold white should be connected according to 
drawing without reverse;
> Cut off power supply Before changing gear of 1-key and 2-key sensor. Gear cannot be changed when
powered. 
   The sensor can only have functions by current gear selected. 

1 2 3 4 5 6 7LED驱动电源输出线 接防雾膜线
To connect light stripLED driver output cable To connect defogger
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